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PRODUCT DATA SHEET Hiltra®: Labsaver F90 LS1220-EN - yellow

Size Labsaver F90 LS1220-EN - yellow
Article number 120600202

Certification F90 in accordance with EN
14470-1 / EN 14727 / GS

Dimensions external
WxDxH

approx. 1200 x 600 x 2035
mm

Dimensions internal
BxDxH

approx. 1095 x 450 x 1824
mm

Internal height from drip
tray

approx. 1724 mm

Door Double

Equipment 3x adjustable shelf, 1x floor
collector incl. insertion grid

Shelf WxDxH approx. 1070 x 425 x 30 mm

Floor drip tray BxDxH approx. 1093 x 440 x 80/100
mm

Load capacity of shelves
and floor drip tray

75 kg with evenly distributed
load

Shelf distribution
(standard)

ca. 500, 900, 1300 mm above
bottom drip tray

Collecting capacity bottom
tray

approx. 37.75 ltr (max.
allowed packaging: 34.3 ltr)

Own weight approx. 375 kg

Packaging, transport on pallet, upright H=2200 mm

Specifications Labsaver F90 LS1220-EN - yellow



Optional

Option description Option article number

Thermolock door holdback system mounted tbv LS320/1220 120600216

Flat shelf (extra) for LS1220 RAL7035/grey 120600208

Drip tray steel H= 80 mm RAL7035 gray for LS1220 120600203

Top-mounted drip tray HDPE LxWxH; 1060x420x50/6 mm for
LS1220

120600212

SWD Fan ENG 1-1.6 230V 0.2A 24W IP20, steel 190170400

SWD fan ENG 1-1,6 230V 0,2A 24W IP20, stainless steel 190170601

Atex fan ENG 2-2.5 230V 1.07A 120W IP55, steel 190170500

Atex fan ENG 2-2.5 230V 1.07A 120W IP55, stainless steel 190170600

Potential-free grounding inside fixtures 120600218

Reinforcement profiles for shelf (loadable up to 110 kg) 120600206

SWD Motor protection switch 0.16A-0.25A, loose 820300104

SWD Motor protection switch 1.0A-1.6A, loose 820300110

ATEX Motor Circuit Breaker 1.0A-1.6A, loose 820300105

SWD Work switch 3p 16A, loose 190170402

ATEX Work switch 3p 16A, loose 190170502

Stainless steel transport pedestal LS1220-EN 120600235


